
Evaporator 
connections

www.axair-refrigeration.co.uk
01782 618 444
sales@axair-refrigeration.co.uk

Technical Information

CO2 Plugin Condensing 
Unit CDU-A30

E N V I R O N M E N T A L  S O L U T I O N S  F O R  C O M M E R C I A L  R E F R I G E R A T I O N
C D U - A30

CDU-A30 

Operation temperature Evaporating Min/Max (°C) -10 ~ +5 

Ambient Min/Max (°C) +15 ~ +28 

Dimensions  (height*width*depth) (mm) 240*1020*600 

Technologies 

Compressor   
Hermetic scroll with 

inverter 

Expansion device Stepper EEV integrated 

Safety device Pressure switch 

Refrigerant Type/GWP   R744 (CO2) / 1 

Power supply Phase / Voltage / 
Frequency 

-/(V)/(Hz) 1 phase / 220 / 50-60 

(1) Estimated data: Ambient air T = 24°C, RH = 60%. 

Evaporating temperature
Cooling capacity 

 (°C) -10 0 
(1) (kW) 3.0 3.2 

Power input (1) (kW) 1.9 1.6 
COP (1)    (-) 1.6 2.0 

BENEFITS
-First 100% CO2 Refrigerant solution for small cooling  capacities.
-Very low refrigerant charge, neutral impact on the environment.

-No condensated evacuation to be planned (evaporation of the drain pan).


